Double-Check Filler Valves for Large Motor Fuel and ASME Tanks

Designed to provide fast filling of large motor fuel and ASME domestic tanks.

The 6579 Series incorporates a swing-away lower check which greatly reduces
pressure drop across the valve. This lower pressure drop promotes faster filling
rates and greater efficiency resulting in more profitable operations.
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Propane Liquid Capacity at Various
Part Number ACME Tank Wrench Differential Pressures (GPM)
Hose Connection
Cap | Cap,Chain | connection | M. NPT Hex Flats 5 10 25 50 75
Only and Ring PSIG PSIG PSIG PSIG PSIG
7579 7579C 2 50 70 111 157 192
7579P - 13 1 17 37 52 82 116 142
6579** 6579C** 1" 78 110 174 246 301

* Incorporates % F. NPT dip pipe connection
** Swing-away lower back check valve design for higher filling rate.
NOTE: Multiply flow rate by .94 to determine liquid butane capacity.

Double Check Filler Valves for Delivery Truck Tanks and
Large Storage Containers

Designed to provide fast filling of bobtails, transports and large bulk
storage tanks.

The 6587CD incorporates a swing-away lower check which greatly
reduces pressure drop across the valve. This lower pressure drop
promotes faster filling rates and greater efficiency resulting in more
profitable operations.

75798 6587DC 3197C
Propane Liquid Capacity at Various
Part ACME Tank Wrench Differential Pressures (GPM)
Number e (CEMEE: Hex Flats
Connection M. NPT 5 10 25 50 75

PSIG PSIG PSIG PSIG PSIG

75798 1%" 1% 2" 44 62 98 139 170

6587DC* 24" 2" 27" 92 130 206 291 356

3197C 3% 3’ 4’ 148 210 332 470 575

* Swing-away lower back check valve design for higher filling rates.
NOTE: Multiply flow rate by .94 to determine liquid butane capacity.
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