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I. BREAKAWAYS 
1.1. General information 

 
Safety Break-away couplings are used to prevent pull away accidents, protect terminal and 

loading/unloading equipment and eliminated unwanted product release. 
The break-away couplings has a diverted breaking point which will break at a determined break-

load where upon the internal valves will automatically close on both sides. 
This will in a longer time frame minimize down time, save money, equipment and the 

environment. 
 

ABV before emergency disconnect ABV after emergency disconnect 

 
The safety break-away valve consists of two 
halves, each with a valve that has a o-ring seal. 

 
When the ABVouplings separate, it allows the 
valves to close. The two valves closes rapidly, 
minimizing exposure to personnel and the 
environment. 

 

1.2. Features and Applications 
 

Features 
 
• Passive security against situations where a hose 
or loading arm could be subjected to inadvertent 
excessive loads. 
 
• Design features are a simple mechanism 
and no loose components which could be 
lost after release. 
 
• Operates independently of shut off safety 
system and does not require an external 
power source. 
 
• Easy to reset on site with one person 
 
• High flowrate / low pressure drop 
 
• Very low loss, positive shut-off of both 
coupling halves results in minimum product loss. 
 
• Lightweight and robust design.  
 
• Available with ANSI/DIN flanges or 
threaded (BSP or NPT). 

Applications 
 
Liquified gases 
LPG, Butane, Propane and Blends. Co2, DME, 
LNG 
 
Chemicals and Hydrocarbons 
Aromatics, Ethylenes and Propylenes, VCM, 
Alcohols and Acids, Diesel, Jet A1. Refrigerants 
Forane. 
 
Oil and Petrochemical 
Bulk Loading/Unloading, Road Tankers Rail 
Tankers, Process Product Transfer, Tank 
Cleaning 
 
Marine and Offshore 
Ship to Rig Fluid, Ship to Shore, Ship to Ship 
Fluid Transfer, Bunkering, Marine Refuelling 
 
Speciality 
Hydraulic Oils, Inks, Paints, Solvents, Helicopter 
Fuelling, Locomotive Fuelling, Food processing 
industry, Plant engineering and construction, 
Power plant construction, Food processing 
industry 
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1.3. Types 
 

Industrial breakaway bolted version 
Marine Break-away bolted version 
Cable release breakaway  

 
Industrial breakaway 

bolted version 
Marine Break-away 

bolted version 
Cable release 

breakaway 

 
  

 

1.4. ABV – Industrial breakaways bolted version 
 
Industrial Break-away coupling is utilized all industrial product transfer installations. 
The industrial ABV couplings are specifically designed to be able to activate with a tensile force being 
applied at an angle to the plane of the coupling housing, up to 90 degrees. 
Technical data 

O-rings: FKM (Viton) - standart, EPDM, FFKM, NBR. 
Working pressure: 16 bar, 25 bar, 40 bar on request 
Thread: BSP female, BSP male, NPT female, NPT male 
Flange: DIN PN10, DIN PN16, DIN PN25, DIN PN40, TTMA,  ASA 150 lbs, ASA 300 lbs 

 

DN Inch Номер Conn 
ection 

Break 
force 

Body materials:  
-SS     Stainless Steel,  
-MS    Brass/Gun metal;  
-AL    Aluminium 
 

 

25 1” 
ABV-025- Theded 

4 kN 
ABV-F-025- Flanged 

50 2” 
ABV-050- Theded 

13 kN 
ABV-F-050- Flanged 

65 2 ½” 
ABV-065- Theded 

22 kN 
ABV-F-065- Flanged 

80 3” 
ABV-080- Theded 

33 kN 
ABV-F-080- Flanged 

100 4” 
ABV-100- Theded 

52 kN 
ABV-F-100- Flanged 

125 5” 
ABV-125- Theded 

81 kN 
ABV-F-125- Flanged 

150 6” 
ABV-150- Theded 

92 kN 
ABV-F-150- Flanged 

200 8” 
ABV-200- Theded 

165 kN 
ABV-F-200- Flanged 

300 10” ABV-F-300- Flanged 258 kN 
400 12” ABV-F-400- Flanged 371 kN 
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1.5. ABV-M – Marine breakaways - bolted version 
 
Marine version of SBCouplings are designed specifically to be installed within a hose string, where the 
coupling would have a length of hose attached to both sides. 
 
This coupling incorporates the same internal mechanism as our Industrial couplings, but has additional 
external features that provide increased resistance to torsional and bending moment forces which may be 
applied to the coupling, preventing premature activation in the unpredictable marine environment. 
 
Typical applications include ship to offshore platform, and ship to ship product transfer 
opertations. 
 
Technical data 

O-rings: FKM (Viton) - standart, EPDM, FFKM, NBR. 
Working pressure: 16 bar, 25 bar, 40 bar on request 
Thread: BSP female, BSP male, NPT female, NPT male 
Flange: DIN PN10, DIN PN16, DIN PN25, DIN PN40, TTMA,  ASA 150 lbs, ASA 300 lbs 

 

DN Inch Номер Conn 
ection 

Break 
force 

Body materials:  
-SS     Stainless Steel,  
-MS    Brass/Gun metal;  
-AL    Aluminium 
 

 

25 1” 
ABV-M025- Theded 

4 kN 
ABV-F-M025- Flanged 

50 2” 
ABV-M050- Theded 

13 kN 
ABV-F-M050- Flanged 

65 2 ½” 
ABV-M065- Theded 

22 kN 
ABV-F-M065- Flanged 

80 3” 
ABV-M080- Theded 

33 kN 
ABV-F-M080- Flanged 

100 4” 
ABV-M100- Theded 

52 kN 
ABV-F-M100- Flanged 

125 5” 
ABV-M125- Theded 

81 kN 
ABV-F-125- Flanged 

150 6” 
ABV-M150- Theded 

92 kN 
ABV-F-M150- Flanged 

200 8” 
ABV-M200- Theded 

165 kN 
ABV-F-M200- Flanged 

300 10” ABV-F-M300- Flanged 258 kN 

400 12” ABV-F-M400- Flanged 371 kN 
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1.6. ABV-S, ABVF-S – Breakawayas cable released version 
 
Захващането е със стоманено въже за здрава 
основа.  
ABV-S  е на резба, ABVF-S  е на фланци. 
Многократни. ATEX 

 

ABV-S ABVF-S 

  
 
 
 
Технически данни 
DN Резба/флан Номер -SS -MS -AL 
50 G 2” ABVS-200-    
80 G 3” ABVS-300-    

100 G 4” ABVS-400-    

150 

PN 10/16 ABVFS-600-SS-1    
ASA 150 ABVFS-600-SS-2    
PN 25/40 ABVFS-600-SS-3    
ASA 300 ABVFS-600-SS-4    

200 
PN 10 ABVFS-800-SS-1    
PN 16 ABVFS-800-SS-2    

ASA 300 ABVFS-800-SS-3    

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
Dais offers spare parts for all breakaways. 
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II. DRY DISCONNECT COUPLINGS 
2.1. DRYLOK 

 
Drylok™Dry Disconnect Coupling provides unprecedented safety in the 

transfer of hazardous liquids. With less than 1-cc of fluid loss from a 3-inch unit, 
Drylok™ is the driest disconnect in the industry. It meets or exceeds all of today’s 
stringent emission and worker safety requirements set by EPA, OSHA, and others.   
 

For prices and more information consult the 
office +359 2 973 2767 

 

DRYLOK selection:  

5770-V720N 
 

Coupler/Adaptor Seal Material of Construction Size Connection Styles 
56 - Adapter 
57 - Coupling 

V - Viton - A 
E - EPDM 
F - TFE  Viton-A Core 
T - TFE Silicone Core 
Z - Kalrez® 

7 - 316 Stainless Steel 
8 - Alloy 20 
9 - Hastalloy 

10 - 1"  
20 - 2"  
30 - 3"  

A - ANSI Flange 150# 
B - Female BPT 
D - Din Flange 
N - Female NPT 
T - ANSI Flange 300# 

Kalrez® is a registered trademark of DuPont Corporation  
 

2.2. DDC 
 

Unique Design Gives Several Advantages:  
- Easy to handle Push and turn - free flow. Turn and pull - closed.  
- Time saving No need to drain hoses or pipe systems.  
- Economical No loss or spillage at connection or disconnection.  
- Safe The valve cannot be opened until the unit is coupled.  
- Environmentally friendly Accidental spillage eliminated.  
- Reliability No loss or spillage of liquids at connection or 
disconnection.  

 
Standarts and certification: 

- PED competible.  
- ATEX Ex II 2G.  
- NATO STANAG 3756.  
- Other certificates on request.  
 
 

How it works - The coupling function 
The principle of operation is similary for all types of Mann Tek Couplings 
To connect 
Push and turn 
- it's coupled 
- full flow 
 

 

To disconnect 
Turn and pull 
- it's released 
- no spillage 
 

 
 
 

  

mailto:customerservice@swiveljoints.com?subject=drylok%20couplers�
mailto:customerservice@swiveljoints.com?subject=drylok%20couplers�
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DDCM  - Hose Unit 
DN Thread Part # Standart materials 

 

19 G ½” DDCM-019050- -SS body:SS 316 L; GD: PTFE; O-rings:FPM 
 
-MS body:bronze; GD: PU; O-rings: FPM 
 
-AL body:aluminium; GD: PU; O-rings:FPM 
 
-TI body: titan; GD: PTFE; O-rings:FPM 
 
- PE body: peek; GD: PTFE; O-rings:FPM 
 
- HA body: hastelloy; GD: PTFE; O-rings:FPM 

G ¾” DDCM-019075- 
25 G 1” DDCM-025100- 
50 G 2” DDCM-050200- 

65 G 2 ½” DDCM-065250- 
G 3” DDCM-065300- 

80 G 3” DDCM-080300- 
100 G 4” DDCM-100400- 
150 G 6” DDCM-150600- 
200 G 8” DDCM-200800- 

 
DDCV  - Tank Unit 
DN Thread Part # Standart materials 

 

19 G ½” DDCV-019050- -SS body:SS 316 L; GD: PTFE; O-rings:FPM 
 
-MS body:bronze; GD: PU; O-rings: FPM 
 
-AL body:aluminium; GD: PU; O-rings:FPM 
 
-TI body: titan; GD: PTFE; O-rings:FPM 
 
- PE body: peek; GD: PTFE; O-rings:FPM 
 
- HA body: hastelloy; GD: PTFE; O-rings:FPM 

G ¾” DDCV-019075- 
25 G 1” DDCV-025100- 
50 G 2” DDCV-050200- 

65 G 2 ½” DDCV-065250- 
G 3” DDCV-065300- 

80 G 3” DDCV-080300- 
100 G 4” DDCV-100400- 
150 G 6” DDCV-150600- 
200 G 8” DDCV-200800- 

Options:  
- Other standart connections: NPT, undrilled, ASA150lbs, ASA 300lbs, DIN PN10/16, DIN 

PN25/40, TW or TTMA 
- Integrated breakaway 
- Seals and o-rings: FPM, EPDM, Chemraz®, Kalrez® 

Dust caps and plugs. Seal - FPM 
DN Dusp caps Dusp plugs Materials for caps and plugs 
19 

 

DDCC-019- 

 

DDCP-019- 
-CO. Composite 
 
-AL. Aluminium 
 
-SS. Stainless steel 
 
-NBR. Rubber 

25 DDCC-025- DDCP-025- 
50 DDCC-050- DDCP-050- 
65 DDCC-065- DDCP-065- 
80 DDCC-080- DDCP-080- 
100 DDCC-100- DDCP-100- 
150 DDCC-150- DDCP-150- 
200 DDCC-200- DDCP-200- 

 
Sealing cap.  

 

DN Part # Sometimes a simple protection of the DDC Tank Unit against 
pollution is not sufficient. International regulations can 
require a sealing function of the cap as an additional safety 
factor in case of worn out gaskets in the tank unit. The sealing 
cap is a costeffective solution to fulfil these requirements. 
Material: SS=Stainless Steel, AL - Aluminium 
Standard sealings FPM (Viton®). Other on request. 
Pressure: 10 bar. With vacuum valve 

19, 25 DDCS-025-SS 

40, 50 DDCS-050-AL 
DDCS-050-SS 

65 DDCS-065-SS 

80 DDCS-080-AL 
DDCS-080-SS 

100 DDCS-100-SS 

 
Pressure cap 

 

DN Part # The pressure caps are allowed by ADR/RID regulations as  3rd 
closure (valve) on Rail tankers, Containers and Tank trucks 
instead of the traditional Ball Valves. 
Working Pressure PN 25 bar 
Features: Pressure indicator; Depressurization; Customs / tamper seal 
feature; Automatic locking; Manually lockable 

40, 50 DDCP-050-SS 
65 DDCP-065-SS 
80 DDCP-080-SS 

100 DDCP-100-AL 
DDCP-100-SS 
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2.3. DGC - DRY GAS COUPLING for LPG 
 

Dry Gas Coupling for safe handling of LPG - in liquid or vapor phases 
The Dry Gas Coupling has been developed for a safe and quick 

connection and disconnection of hoses and loading arms to tank 
trucks, rail tankers and tank containers.  

During connection and after disconnection there is no spillage. 
This increases safety in the loading process of hazardous 

fluids. 
Suitable for handling a range of LPG applications - Propane and 

Butane but also for other applications with similar requirements the 
Dry Gas Coupling is useful. 

The robust design, easy servicing and high level of security 
assures safe and frequent use on a long term basis. This protects the environment and the media handled, 
reduces the risk of accidents and saves money. 

A modular design with several optional features makes it possible to find individual solutions for your 
special application. 

Material: Stanless steel, O-ring: NBR, Flat seals: PUR 
Working pressure: 25 bar 

 
Standarts and certification: 

- PED competible.  
- ATEX Ex II 2G.  
- NATO STANAG 3756.  
- Other certificates on request.  
 

DGCM  - Hose Unit 
DN Thread Part # Available connections 

25 
¾” DGCM-025075 ¾” BSP, ¾” NPT, ACME, ¾” ASA 300 PSI 
1” DGCM-025100 1” BSP, 1” NPT, ACME, DN25 PN25/40, 1” ASA 300 PSI 

1 ¼” DGCM-025125 1 ¼” BSP, 1 ¼” NPT, ACME, DN32 PN25/40, 1 ¼” ASA 300 PSI 

50 1 ½”  DGCM-050150 1 ½” BSP, 1 ½” NPT, ACME, DN40 PN25/40, 1 ½” ASA 300 PSI 
2” DGCM-050200 2” BSP, 2” NPT, ACME, DN50 PN25/40, 2” ASA 300 PSI 

80 2 ½” DGCM-080250 2 ½” BSP, 2 ½” NPT, ACME, DN65 PN25/40, 2 ½” ASA 300 PSI 
3” DGCM-080300 3” BSP, 3” NPT, ACME, DN80 PN25/40, 3” ASA 300 PSI 

100 G 4” DGCM-100400 4” BSP, 4” NPT, DN100 PN25/40, 4” ASA 300 PSI 
 
DGCV  - Tank Unit 
DN Thread Part # Available connections 

25 
¾” DGCV-025075 ¾” BSP, ¾” NPT, ACME, ¾” ASA 300 PSI 
1” DGCV-025100 1” BSP, 1” NPT, ACME, DN25 PN25/40, 1” ASA 300 PSI 

1 ¼” DGCV-025125 1 ¼” BSP, 1 ¼” NPT, ACME, DN32 PN25/40, 1 ¼” ASA 300 PSI 

50 
1 ½”  DGCV-050150 1 ½” BSP, 1 ½” NPT, ACME, DN40 PN25/40, 1 ½” ASA 300 PSI 

2” DGCV-050200 2” BSP, 2” NPT, ACME, DN50 PN25/40, 2” ASA 300 PSI 
3” DGCV-080300 3” BSP, 3” NPT, ACME, DN80 PN25/40, 3” ASA 300 PSI 

100 G 4” DGCV-100400 4” BSP, 4” NPT, DN100 PN25/40, 4” ASA 300 PSI 
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2.4. DAC - DRY AVIATION COUPLING 
 

Why use the Mann-Tek Dry Aviation Coupling? 
• Spillfree handling of hoses and loading arms for loading and unloading 

tank trucks, rail tankers and tank containers. 
• Minimization of spillage and product loss keeps the environment free 

from Hazardous Vapors and Liquids. 
• “Easy to Use” – design saves time  
• Reliability and easy servicing saves your investment. 
• ISO 45 2½" is compatible with existing aviation couplings according 

to STANAG 3105 and British Aerospace Specification 2C14 
• Approvals according to the European Directives PED and ATEX and the international requirements ADR. 

 
Connection Part # 

HOSE UNIT 
G 2 ½” DACM-250 
G 3” DACM-300 

2 ½” NPT DACM-250-NPT 
3” NPT DACM-300-NPT 

DN65 PN10/16 DACM-250-DIN 
DN80 PN10/16 DACM-300-DIN 

2 ½” ASA DACM-250-ASA 
3”ASA DACM-300-ASA 
TW 1 DACM-250-TW1 
TW 3 DACM-300-TW3 

3”TTMA DACM-250-TTMA3 
4”TTMA DACM-300-TTMA4 

TANK UNIT 
AG 2 ½”, AL DACV-AL250 
AG 3”, AL DACV-AL300 

AG 2 ½”, SS DACV-SS250 
AG 3”, SS DACV-SS300 

2 ½” NPT, AL DACV-AL250-NPT 
3” NPT, AL DACV-AL300-NPT 

DN65 PN10/16, AL DACV-AL250-DIN 
DN80 PN10/16, AL DACV-AL300-DIN 
DN65 PN10/16, SS DACV-SS250-DIN 
DN80 PN10/16, SS DACV-SS300-DIN 

2 ½” ASA, AL DACV-AL250-ASA 
3”ASA, AL DACV-AL300-ASA 

2 ½” ASA, SS DACV-SS250-ASA 
3”ASA, SS DACV-SS300-ASA 

 

Materials:Body: aluminium or Stainless steel. No yellow parts (Brass 
and Bronze) in contact with the fuel: 

Size: DN65 
 

 
 
 
Accesoires:  

- Filter – strainer: 45 mesh, 60 mesh, 100 
mesh 

- Grounding  connection 
- Pressure equizing valve 
- Pressure relief valve 
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2.5. KAMVALOK 
 

Kamvalok® “dry disconnect”  куплунзи продължават да са 
стандарт в индустрията. Те осигуряват автоматично затваряне от 
двете части – куплунг и адаптор. Той все още е първия избор при 
операции товарене / разтоварване и процедури на смесване.  

Kamvalok® куплунзи и адаптори са разработени с женска 
резба и могат да се свържат с нипел от тръба или маркуч. Фланците 
се правят по специална поръчка. 

Използва се в петролната, химическата индустрия, при 
пълнене на цестерни, производство на сапуни, растителни и 
животински масла и др. 
Размери  1½”, 2”, 3”. 
Серия 17ххD, 16ххAN 
 

   

Features:  
• Built-in elbow and swivel for freedom of movement when used 

with a hose on tank trucks.  
• Swivel end is 2" female BSP.  
• Poppeted Adaptor and Coupler minimizes product loss during 

routine disconnect.  
• Built-in valve, no additional valve required.  
• Quick disconnect, cam and groove style for ease of use. 
• Automatic shut-off with accidental disconnect to minimize prod 

uct loss. 
Формула за избор на KAMVALOK: 

1711D-AL15 
 

Тип Тяло Уплътнение   
16 - Адаптор 
 
17 - Куплунг 

1 – Алуминиево тялоPlated 
     Steel & Delrin Internals 
6 – Aluminum Body,  
     Stainless Steel Internals, 
7 – Stainless Steel Body, 
     Stainless Steel Internals 

1 - Buna-N 
2 - Viton -A 
3 - TFE/Silicone Core (За 
адаптери) 
4 – EPT 
5 - TFE/Silicone Core, 
     Chemraz® (За куплунзи) 
6 - Chemraz® 

AL – Aluminum   
       Body 
 
SS – Stainless 
        Steel Body 

15 - 1 1/2" 
 
20 - 2"  
 
30 - 3"  

 

 
Серия 1711ES, 1712ES и Актуатор D2000 

 

Part # размер Цена 
1711ES-0200 2" BUNA-N 746.00 
1712ES-0200 2" VITON 843.00 

  
 
Същия като 17xx, но под 90 градуса 

 

The OPW D2000™ Actuator 
Series is designed for those 
applications that require 
automatic closure from only 
one flow direction. Ideal for 
vapor recovery and suction 
pump applications. 
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Серия 1673ANF и 2173AVN 

 

1673ANF  
The OPW 1673- ANF dry discon nect adaptor keeps hazardous chemi cals and vapors 
in the line and out of the environment with an easy ac cess connection for tank cars, 
tank tucks, intermodal tanks, and in- process operations.  
The 1673 ANF dry disconnect adaptor is made specifically for applications using an 
ANSI flange.  
Features:  

• Raised face flange, or optional tongue and groove design.  
• Connection with a D2000™ actuating coupler or Kamvalok dry disconnect 

coupler (1700 series).  
• Quick disassembly for easy cleaning.  

  

 

2173AVN  
The 2173AVN has easy access in recovering vapors and provides a dry disconnect 
connection for top or bottom loading/ unloading tank truck operations.  
Features:  
• Vapor hose connection made with 2" Kamvalok dry disconnect or D2000 

activating couplers.  
• 3 " straight thread mounting with 2 " dry disconnect cam and groove 

connection. Becomes a 3"x 2" adaptor for "QRB" valves.  
• Low profile keeps fitting below rollover plane to minimize dam age in case 

of rollover. Stays within IMO profile dimensions.  
• Easy attachment to existing MC307, DOT407, MC312, and DOT412 trailers, 

no modification to trailer required.  
 

2.6. DRYDIS 
 

ВЪЗМОЖНОСТИ 
Drydis са оптимизирани в зависимост от 
 функцията и дебита  
- Самозаключване при пълно куплиране 
- Интегриран шарнир 
- Леки 
- Минимална поддръжка 
- Без разливи при разкуплиране 
- Малка загуба на дебит 
 
ТЕХНИЧЕСКИ ДАННИ 
- Размер: 1" до 4" 
- Материали: Stainless steel AISI316TI, weel of TRM40- 
100 polypropilene. Други материали по заявка 
- Уплътнения: На резбата PTFE, O-пръстени FPM. Други материали по заявка. 
- Работно налягане : PN 25 
- Връзка: BSP резба, DIN/ANSI фланци. Друга конфигурация по заявка. 
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2.7. EPSILON 
Dais  offers the Best-in-Class Family of Dry Disconnect Products in the Industry – EPSILON. 
EPSILON quick and dry disconnect fittings to offer complete solutions for the safe and efficient 

loading and unloading of hazardous liquids.  
Only 0,7 ml spillage at 2” coupling. 

 

Epsilon applications 
• Bulk storage 
• In-plant processing 
• Reactor units 
• Filtration units 
• Tank car 
• Rail car  
Features 
• Spring-energized and spring-loaded TFM or PFA U-Cup 
sealing 
• Male and female lug and flange connection interfaces 
• Independent and multi-level safety interlocks 
• Polyethylene dust cap 
• Stainless steel pressure cap 
• Agency approvals-TUV, AAR, CRN and UL 
• Available in 3/4", 1", 1.5", 2" and 3" 
• Available in stainless steel and Hastelloy® 
• FDA compliant seal materials 

Benefits 
• Dry disconnect reliability – low spill face seal reduces 
amount of loss upon disconnect. 
• Reduces hassle and cost – the fluid containment system 
reduces the need for multiple valving and coupling 
components. 
• Provides space savings and greater design flexibility – 
reduces the need for bulky, expensive hood and trough 
systems to contain and manage the spillage associated with 
traditional fluid connections. 
• Protects process chemicals from the environment – positive 
shut-off valves of both coupling halves eliminate line 
contamination during the connection and disconnection 
process. 
• Prevents cross-contamination of fluids – keyed couplings 
mechanically lock out and isolate transfer 

 
Избор на продукт:  

1 2 3 4 5 6 7 8 9 10 11 
ZE 32 A S 32 A 0 1 2 3 2 

 
1. Prefics 
2. Base Valve Size 

16 = 1" (DN 50) 
32 = 2" (DN 50) 
48 = 3" (DN 80) 

3. System Half 
A = Adaptor half 
H = Hose half (or Coupler) 
U = Ultralow Spill (Adaptor Half) 

4. Material 
S = 316 Stainless Steel 
H = Hastelloy® C-276 (wetted 
components) 
A = All Hastelloy® C-276 Construction 
 

5. End Connection Size 
12 = 3/4" (DN 20) 
16 = 1" (DN 25) 
24 = 1-1/2" (DN 40) 
32 = 2" (DN 50) 
48 = 3" (DN 80) 

6. End Connection Type 
A = FNPT 
B = FBSP 
C = Sch. 40 Butt Weld 
D = ANSI 150 lb. Flange 
E = ANSI 300 lb. Flange 
F = Tri-Clover (Sanitary Flange) 
G= ANSI 600 lb. Flange 
J = DIN 2633 Form C 
K = DIN 2633 Form E 
L = DIN EN 1092 -1/11(B1 Facing), PN40 
M = DIN 11850 Range 1 Butt Weld 
N = JIS 10K 
P = DIN 11850 Range 2 Butt Weld 

7. Seal 
1 = TFM 
2 = PFA 

8. Key 
0 = None 
1 = 1 
2 = 2 
3 = 3 
4 = 4 
5 = 5 
6 = 2-3 
7 = 2-3-4 
8 = 3-4 
 

9. Prtective cap  
1 = Dust 
2 = Pressure 

10. Handle 
1 = Standard 
2 = Raised 
3 = Long Coupler 
4 = 6" Welded 

11. Cavity Filler 
0 = No 
1 = Yes 
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III. SWIVEL JOINTS 
Swivel Joints are used in the industry wherever a movable pipe-connection system between two 

equipment parts is needed. Avoiding one of the biggest causes of premature hose failure. Torque stress is 
the largest single cause of PTFE and Stainless steel convoluted hose failure. 

The swivel joints are designed for slow rotary motions under the influence of high internal 
pressures and/or external stress such as traction and bending forces. 

With an appropriate combination of swivel joints nearly all movements from the simple rotation or 
swivelling motion up to motional actions in space can be realized. 

DAIS offers a full range of industrial swivels. For hoses, loading arms, offshore applications, 
sterile environment, steam etc. 

3.1. HOSE SWIVELS 
3.1.1. STANDART HOSE SWIVEL 

Metal parts: Stainless steel 1.4571, 
brass, Hastelloy 2.4610 
O-rings: FPM, FKM, EPDM 
Seals: PUR, PTFE 
Seze:  from  ½” to 4˝ 
Inlet, outlet connecttion: threaded, 
flanged or unmachined 
Pressure: to 40 bar (PN 40) 
Tempereture: -25° C to 180° C 

 
Позволява на маркучите да 

работят без напрежение по краищата на свързване, което е основната причина за бързото 
износване на PTFE, композитните, каучуковите, стоманените и други маркучи. 

Въртящи съединения за бензиноколонки може да откриете в каталог 
„БЕНЗИНОСТАНЦИИ, ГАЗОСТАНЦИИ И МЕТАНСТАНЦИИ” 

 
Вход Изход Bar Номер Цена Connections 

A – Male BSP threaded 
I – Female BSP threaded 
N – Male NPT threaded 
T – Female NPT threaded 
F – Flanged: PN 10/16, PN25/40, ASA 

150 lbs, ASA 300 lbs, TW, TTMA  
U – Unmachined  

-MS -SS -AL 
1”AG 1”AG 10 DG-100100-AA-    

1 ½”AG 1 ½”AG 10 DG-150150-AA-    
1 ½”AG 2”AG 10 DG-150200-AA- 177   
2 “AG 2”AG 10 DG-200200-AA-    
½”IG ½”AG 10 DG-050050-IA-    
¾”IG ¾”AG 10 DG-075075-IA-    
1”IG 1”AG 10 DG-100100-IA-    
1”IG 1”M NPT 25 DG-100100-IN- 245   

1”F NPT 1”M NPT 25 DG-100100-NN-  430  
1 ¼”IG 1 ¼”AG 10 DG-125125-IA-    
1 ½”IG 1 ½”AG 10 DG-150150-IA- 190   
2”IG 2”AG 10 DG-200200-IA- 276   

2 ½”IG 2 ½”AG 10 DG-250250-IA-    
3”IG 3”AG 10 DG-300300-IA-  854  
4”IG 4”AG 10 DG-400400-IA-  1690  

3.1.2. HOSE END SWIVEL  
Шарнир с интегрирано захващане за маркуч, което 

елиминира необходимостта от отделен фитинт, което води до 
намаляване на броя на конекторите. Специална употреба за 
пара. 
  



 

Sofia 1528, No.3 Poruchik Nedelcho Bonchev Str., fl.5  
T.+359 2 973 2370, +359 2 973 2665, F.: +359 2 973 2665 
email: office@daisglobal.com, www.daisglobal.com 

 

All prices are in EUR w/o VAT. Dais remain rights to change the prices without notice 

p. 14 / 15 

3.1.3. STERILE SWIVEL 
The Sterile fittings are a high-performance range of fittings for 

clean applications. Easy to clean, they are ideal for the food and 
pharmaceutical industry.  

 

 

3.1.4. BALL SWIVELS 
Предпазва маркучите и тръбите от усукване и провисване 
Технически данни: 
Вход и изход:  мъжка(A) или женска (I) BSP резба 
Ъгъл на огъване:  25° от централната ос 
Материали: БРОНЗ 2.0401  
     Неръждаема стомана 1.4571 
     Други материали са възможни по заявка 
Уплътнения: О-пръстени FPM 
       Съчми: PTFE 
       На конекторите: PTFE 

  Номер Цена 
-MS -SS 

1”IG 1” AG BSJ-100100-IA-   
1”AG BSJ -100100-AA-   

1 ¼”IG 1 ¼”AG BSJ -125125-IA-   
1 ¼”AG BSJ -125125-AA-   
1 ½”IG 1 ½”AG BSJ -150150-IA-   
1 ½”AG BSJ -150150-AA-   

2”IG 2”AG BSJ -200200-IA-   
2”AG BSJ -200200-AA-   

2 ½”IG 2 ½”AG BSJ -250250-IA-   
2 ½”AG BSJ -250250-AA-   

3”IG 3”AG BSJ -300300-IA-   
3”AG BSJ -300300-AA-   
4”IG 4”AG BSJ -400400-IA-   
4”AG BSJ -400400-AA-   

3.2. UNIVELSAL SWIVELS 
OPW Market предлага с повече степени на свобода, уплътнение, материали и 

присъединявания, които са описани подробно в каталог SWIVEL JOINTS. 
Влагат се за ръкави за зареждане, смукателни системи, макари за маркучи и др. 
Пълна информация за универсалните шарнири може да намерите в каталот “SWIVEL 

JOINTS” и „ИНДУСТРИАЛНО ОБОРУДВАНЕ” на OPW.  
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IV. Other equipment from DAIS 
 

Tank truck 
equipment Hoses Ducting hoses 

   

Fittings Industrial 
equipment Compensators 

   

Fuel service 
stations Domestic stations  
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