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Vapor Recovery Vent

Lightweight aluminum body

Double Piston Seals

Improved Seal Chemical Compatibility and

 Temperature Rating

New Cap Design

Added Exhaust Port to help vent close faster

Improved Flow Rating and Pressure Drop

 Reduction

New Rotation Features allows you to mount

 the vent from 0 - 45º

Locking Ring prevents additional leak paths

 from the Vapor System

The Civacon T195SV Vapor Recovery Vent is designed and tested 
for temperature range rated at -40ºC to 71ºC.

A newcap design threads into the top of the vent allows 
for a better seal and corrosion free design.

The new design retrofits the current 1985SV and 1986SV. 
The presence of a locking ring prevents additional leak paths that 

were created by the bolt on feature of the previous1985SV.
The locking ring allows more freedom for mounting the vent

 to the normal TTMA bolt pattern. 
Seals have been improved to be more compatible with 

chemicals that could potentially come into contact with them.

T195SVE, Vapor receovery vent
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S P E C I F I C A T I O N S

General Specifications T195SVE

Pressure Drop 0,5 mbar at 2,400 lpm 

Connections 1/8” BSP

Weight 2,5 kg

All dimensions are in mm
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S P A R E  P A R T S

R E L A T E D  P R O D U C T S

O R D E R I N G  S P E C I F I C A T I O N S

Repair kit
T195SVRK  

Item Part Nr Description QTY. 
1 11669  BODY  1
2  11672  CAP  1
3  11677  POPPET  1
4  11678  LOCKING RING  1
5  11673  SHAFT  1
6  11699  GASKET, VITON GF 1  1
7  11692  O-RING, VITON GF 1  1
8  11776  O-RI NG, FLUOROSILICON 1  2
9  11772  PISTON 1 1
10  H20518M  SCREW  2
11  11774  SEAL WASHER  1
12  1760  LOCK WASHER  1
13  11990  SPRING GUIDE  1
14  11694  S PRING  1
15  11695  O-RING, VITON GF 1 1
16  10681M  O-RING, VITON GF 1 1
17  116961  WIPER  1
18  11697  SET SCREW  1
19  11775  EXHAUST FITTING  1
20  H70319  PLUG, 1/8” NPT  1
1—Included in repair kit, 

Art. number Description
1112-series 5-Wire optic over�ll sensor
1552-series 2-Wire optic over�ll sensor
T400-series Manhole cover assembly
NV3000E Internal pressure/vacuum vent

T195SVE - Vapor Recovery Vent, 20” Manhole
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Distributed by:

3, Poruchik Nedelcho Bonchev Str., �. 5, 1528 So�a, Bulgaria
tel: +359 2 973 27 67, e-mail: o�ce@daisglobal.eu
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